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CONTRACTOR SHALL NOTE THE PROXIMITY OF
FRESHWATER WETLAND TRANSITION AREAS TO THE

PROJECT SITE. THE CONTRACTOR SHALL NOT DISTURB ANY
AREAS BEYOND THE DEPICTED WETLAND TRANSITION AREA

FULL DEPTH PAVEMENT SECTION (TYP.):
- HOT MIX ASPHALT 9.5M64 SURFACE COURSE, 2" THICK
- TACK COAT
- HOT MIX ASPHALT 19M64 BASE COURSE, 4" THICK
- DENSE-GRADED AGGREGATE BASE COURSE, 6” THICK

4" B

4" W (TYP.)

R 2'

FLUSH CURB

DETECTABLE WARNING
SURFACE (TYP.)

4" W (TYP.)

4" W (TYP.)

R 3'R 3'

R 6'

R 6'

R 6'

R 6'

R 6'

R 6'

R 6'

R 6'

R 6'

R 6'

R 6'

R 3'

R 3'

R 3'

R 3'

R 3'

R 3'

R 6'

R 3'

FLUSH CURB

DEPRESSED CURB

DEPRESSED CURB

DEPRESSED CURB

CONCRETE SWALE,
6" THICK (TYP.)

CONCRETE SWALE, 6" THICK (TYP.)

TOPSOIL SPREADING, FERTILIZING AND SEEDING,
TYPE ERNMIX-106 AND STRAW MULCHING (TYP.)

TOPSOIL SPREADING, FERTILIZING AND SEEDING,
TYPE ERNMIX-106 AND STRAW MULCHING (TYP.)

INLET, TYPE B (TYP.)

R7-8, MUTCD
R7-8P, & NJDOT
R7-8P SIGNS

R7-8 & NJDOT
R7-8P SIGNS

FULL DEPTH PERVIOUS PAVEMENT SECTION:
- MODIFIED OPEN-GRADED 9.5MM FRICTION COURSE, 2" THICK
- ASPHALT-STABILIZED DRAINAGE COURSE, 4" THICK
- COARSE AGGREGATE CLEAN WASHED AASHTO # 57, 1" THICK

4" B

4" Y (TYP.)

INLET, TYPE D

CONCRETE SIDEWALK, 4" THICK (TYP.)

CONCRETE SIDEWALK, 4" THICK (TYP.)

BLACK VINYL CHAIN LINK
RAILING, 4' HIGH

R7-8 & NJDOT
R7-8P SIGNS

4" B

DETECTABLE WARNING
SURFACE (TYP.)

BLACK VINYL CHAIN LINK
RAILING, 4' HIGH

ADA COMPLIANT HANDRAIL. CONTRACTOR SHALL BE RESPONSIBLE
FOR MOUNTING PROPOSED HANDRAIL FOR ADA COMPLIANT RAMP

TO PROPOSED BLACK VINYL CHAIN LINK FENCE AS REQUIRED TO
ACCOMMODATE THE PROPOSED IMPROVEMENTS

ADA COMPLIANT
HANDRAIL

INLET, TYPE B (TYP.)

R 6'

HOT MIX ASPHALT
SIDEWALK, 2" THICK (TYP.)

CONCRETE DRIVEWAY,
REINFORCED, 6" THICK

R 3'

BASKETBALL COURTS SURFACE TREATMENT:
- FULL DEPTH PAVEMENT SECTION
- BASKETBALL COURT SURFACE (ACRYLIC) (REFER TO CONSTRUCTION

DETAILS FOR ACRYLIC SURFACE COLOR LAYOUT

BASKETBALL HOOP SYSTEM
(POST, BACKBOARD, AND

POST) WITH PADDING  (TYP.)

9" X 18" CONCRETE
VERTICAL CURB

9" X 18" CONCRETE
VERTICAL CURB

EXISTING BATTING CAGE SURFACE TREATMENT:
- FULL DEPTH PAVEMENT SECTION (IF/WHERE DIRECTED)
- ADHERE TURF TO PAVEMENT AS PER MANUFACTURER'S

SPECIFICATIONS
THE CONTRACTOR SHALL NOTE THAT EXISTING BATTING CAGE
PERIMETER FENCE SHALL REMAIN

BLACK VINYL CHAIN LINK
RAILING, 4' HIGH

EXISTING CONCRETE
WALL TO REMAIN

FLAGPOLE, 40' HIGH

EXISTING SCOREBOARD TO BE RELOCATED. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR RE-INSTALLING EXISTING SCOREBOARD AS PER
MANUFACTURERS SPECIFICATIONS

DENSE-GRADED AGGREGATE
BASE COURSE, 6" THICK (TYP.)

MANUAL SWING BARRIER
DOUBLE GATE, 20' WIDE

INLET, TYPE B

INLET, TYPE E (TYP.)

INLET, TYPE E (TYP.)

INLET, TYPE A (TYP.)

MANHOLE, 4' DIAMETER (TYP.)

MANHOLE, 4' DIAMETER (TYP.)

OUTLET CONTROL STRUCTURE,
3' X 3' MANHOLE BOX

MANHOLE, 4'
DIAMETER (TYP.)

OUTLET CONTROL
STRUCTURE, 3' X 3'
MANHOLE BOX

OUTLET CONTROL STRUCTURE, 3' X 3' MANHOLE BOX.
STRUCTURE RIM ELEVATION UNDER THE SYNTHETIC

TURF, REFER TO GRADING AND DRAINAGE PLANS

APPROXIMATE LOCATION OF MANHOLE, 4' DIAMETER.
STRUCTURE RIM ELEVATION UNDER THE SYNTHETIC

TURF, REFER TO GRADING AND DRAINAGE PLANS

DUPLEX WEATHER RESISTANT,

TAMPER RESISTANT GFCI
RECEPTACLE IN NEMA 3R IN-USE

LOCKING COVER

DUPLEX WEATHER RESISTANT, TAMPER RESISTANT GFCI
RECEPTACLE IN NEMA 3R IN-USE LOCKING COVER

R 20'
R 75'

R 85'

R 30'

R 75'

MANHOLE, SANITARY SEWER

MANHOLE,
SANITARY SEWER

MANHOLE, SANITARY SEWER

9" X 18" CONCRETE
VERTICAL CURB (TYP.)

INLET, TYPE D

OUTLET CONTROL STRUCTURE,
3' X 3' MANHOLE BOX

BLACK VINYL CHAIN LINK FENCE, 6' HIGH
AND 20' HIGH TENSION NETTING SYSTEM

BLACK VINYL CHAIN LINK FENCE, 8' HIGH
AND 20' HIGH TENSION NETTING SYSTEM

DOUBLE GATE, 12' WIDE, BLACK
VINYL CHAIN LINK FENCE, 4' HIGH

DOUBLE GATE, 12' WIDE,
BLACK VINYL CHAIN
LINK FENCE, 6' HIGH

BLACK VINYL CHAIN LINK
FENCE, 4' HIGH AND 20'

HIGH TENSION NETTING
SYSTEM

SYNTHETIC TURF (TYP.)

BLACK VINYL CHAIN LINK
FENCE, 4' HIGH AND 20' HIGH

TENSION NETTING SYSTEM

SINGLE GATE, 4' WIDE,
BLACK VINYL CHAIN
LINK FENCE, 6' HIGH

SINGLE GATE, 4' WIDE, BLACK
VINYL CHAIN LINK FENCE, 4' HIGH

SINGLE GATE, 4' WIDE,
BLACK VINYL CHAIN LINK
FENCE, 8' HIGH

8' BENCH. EXACT LOCATION TO BE COORDINATED
WITH THE ENGINEER AND OWNER IN THE FIELD (TYP.)

8' BENCH. EXACT LOCATION TO BE
COORDINATED WITH THE ENGINEER

AND OWNER IN THE FIELD (TYP.)

8' X 6' PICNIC TABLE. EXACT LOCATION TO BE COORDINATED
WITH THE ENGINEER AND OWNER IN THE FIELD (TYP.)

15' TEAM BENCH (TYP.)

27' X 7' BLEACHER (TYP.)

REINFORCED CONCRETE
PAD, 6" THICK (TYP.)

DUGOUT (INCLUDING CONCRETE SLAB, FENCING,
SHELTER, AND BENCHES). THE CONTRACTOR SHALL

REFER TO THE CONSTRUCTION DETAILS FOR DUGOUT
LAYOUT, FENCING, AND DIMENSIONS (TYP.)

BLACK VINYL CHAIN
LINK FENCE, 8' HIGH

BLACK VINYL CHAIN
LINK FENCE, 8' HIGH

APPROXIMATE LOCATION OF PROPOSED WATER
FOUNTAIN. THE CONTRACTOR SHALL NOTE THAT
PROPOSED WATER FOUNTAIN LOCATION SHALL BE
THE SAME AS EXISTING WATER FOUNTAIN

GRASS PAVERS SYSTEM (TYP.):
- TRUE GRID PAVERS
- COLORED DELINEATORS
- COMPACTED 3/4" MINUS SANDY-GRAVEL
- TOPSOIL SPREADING, 1.8" THICK
- FERTILIZING AND SEEDING, ATHLETIC FIELD SEED MIX
- STRAW MULCHING
- GEOTEXTILE FABRIC

10' TEAM BENCH (TYP.)

JUNCTION BOX. REFER TO UTILITIES PLAN (TYP.)

BLACK VINYL CHAIN
LINK FENCE, 8' HIGH

BLACK VINYL CHAIN
LINK FENCE, 8' HIGH

BLACK VINYL CHAIN
LINK FENCE, 6' HIGH

SINGLE GATE, 4' WIDE,
BLACK VINYL CHAIN
LINK FENCE, 6' HIGH

R 3'

SINGLE GATE, 4' WIDE, BLACK
VINYL CHAIN LINK FENCE, 8' HIGH

SINGLE GATE, 4' WIDE, BLACK
VINYL CHAIN LINK FENCE, 6' HIGH

SINGLE GATE, 4' WIDE, BLACK
VINYL CHAIN LINK FENCE, 6' HIGH

SINGLE GATE, 4' WIDE, BLACK
VINYL CHAIN LINK FENCE, 8' HIGH

HOT MIX ASPHALT
SIDEWALK, 2" THICK (TYP.)

SINGLE GATE, 4' WIDE, BLACK
VINYL CHAIN LINK FENCE, 6' HIGH

SINGLE GATE, 4' WIDE, BLACK
VINYL CHAIN LINK FENCE, 6' HIGH

WALL PADDING

WALL PADDING

12" W

R1-1 SIGN

CONCRETE TURF FOOTING (10" X
12") WITH NAILER BOARD (TYP.)

THE CONTRACTOR SHALL REFER TO THE CONSTRUCTION
DETAILS FOR THE SOCCER, FOOTBALL, AND VARIOUS

BASEBALL FIELDS LAYOUT AND STRIPING DIMENSIONS

PORTABLE PITCHER
MOUND (TYP.)

BASEBALL BASE (TYP.)

BASEBALL DOUBLE
BASE (TYP.)

HOME PLATE (TYP.)

PROPOSED CHAIN LINK FENCE TO
MEET EXISTING CHAIN-LINK FENCE

APPROXIMATE LOCATION OF GRASS PAVERS
COLORED DELINEATORS. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR INSTALLING DELINEATORS AS
PER MANUFACTURER'S SPECIFICATIONS

ADA COMPLIANT
HANDRAIL (TYP.)

PURCHASE AND INSTALLATION OF 8' X 18' COACHES BOX WITH CAMERA DECK
AND WINDOWS ON THE SECOND FLOOR. CONTRACTOR SHALL BE RESPONSIBLE
FOR INSTALLING COACHES BOX AS PER MANUFACTURERS SPECIFICATIONS. THE
CONTRACTOR SHALL NOTE THAT THE EXISTING LIGHTNING SIRENS AND
PROPOSED PA SYSTEM SHALL BE MOUNTED TO THE COACHES BOX. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING WITH THE COACHES
BOX MANUFACTURER TO ENSURE THE PROPOSED PA SYSTEM AND THE EXISTING
LIGHTNING SIRENS ARE MOUNTED PROPERLY TO THE COACHES BOX

DOUBLE BULLPEN

SINGLE BULLPEN

R 3'

SYNTHETIC TURF (TYP.)

CONCRETE TURF FOOTING (10" X
12") WITH NAILER BOARD (TYP.)

CONCRETE TURF FOOTING (10" X
12") WITH NAILER BOARD (TYP.)

DOUBLE WASTE BIN. EXACT LOCATION TO BE COORDINATED
WITH THE ENGINEER AND OWNER IN THE FIELD (TYP.)

LIGHTING IMPROVEMENTS (REFER TO UTILITIES
& LIGHTING PLAN FOR LIGHTING DETAILS)

LIGHTING IMPROVEMENTS (REFER TO UTILITIES
& LIGHTING PLAN FOR LIGHTING DETAILS)

EXISTING GUY WIRE TO BE RELOCATED TO ACCOMMODATE
THE PROPOSED IMPROVEMENTS. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR COORDINATING WITH THE UTILITY
COMPANY FOR EXACT LOCATION OF GUY WIRE

EXISTING UTILITY POLE TO REMAIN. BRACE EXISTING
UTILITY POLE IN ACCORDANCE WITH ALL APPLICABLE
FEDERAL, STATE AND UTILITY COMPANY REQUIREMENTS

BLACK VINYL CHAIN LINK
RAILING, 4' HIGH (TYP.)

DUPLEX WEATHER RESISTANT, TAMPER
RESISTANT GFCI RECEPTACLE IN NEMA
3R IN-USE LOCKING COVER

BLACK VINYL CHAIN LINK
FENCE, 4' HIGH AND 20' HIGH

TENSION NETTING SYSTEM

R 3'

R 3'

R 3'

R 3'

BLACK VINYL CHAIN LINK FENCE, 4' HIGH
AND 20' HIGH TENSION NETTING SYSTEM

9" X 18" CONCRETE VERTICAL CURB

FLAGPOLE UPLIGHTS

BLACK VINYL CHAIN
LINK FENCE, 6'

R 3'

BLACK VINYL CHAIN
LINK FENCE, 8' HIGH
AND 20' HIGH TENSION
NETTING SYSTEM

BLACK VINYL CHAIN
LINK FENCE, 6' HIGH

BLACK VINYL CHAIN
LINK FENCE, 4' HIGH

BLACK VINYL CHAIN
LINK FENCE, 4' HIGH

3/4" BARN RED ROCK,
4" THICK (TYP.)

DENSE-GRADED AGGREGATE
BASE COURSE, 6" THICK (TYP.)

NJDOT COARSE
AGGREGATE #57, 6" THICK

BLACK VINYL CHAIN
LINK FENCE, 4' HIGH

10" X 18" CONCRETE
VERTICAL CURB

BLACK VINYL CHAIN LINK
RAILING, 4' HIGH

BASEBALL BACKSTOP (TYP.)

BLACK VINYL CHAIN LINK
FENCE, 4' HIGH AND 20' HIGH

TENSION NETTING SYSTEM

BLACK VINYL CHAIN
LINK FENCE, 8' HIGH

DEPRESSED
CURB (TYP.)

R 3'

25'

BLACK VINYL CHAIN LINK
FENCE, 6' HIGH AND 20' HIGH
TENSION NETTING SYSTEM

BLACK VINYL CHAIN LINK
FENCE, 6' HIGH AND 20' HIGH
TENSION NETTING SYSTEM

R8' R8'

R10' R10'

BLACK VINYL CHAIN LINK
RAILING, 4' HIGH

BLACK VINYL CHAIN LINK
RAILING, 8' HIGH

6'

SINGLE GATE, 4' WIDE,
BLACK VINYL CHAIN LINK

FENCE, 4' HIGH

JB

RIP-RAP SCOUR
PROTECTION, D50 = 6"

6'

6'

BLACK VINYL CHAIN
LINK FENCE, 6' HIGH

CONCRETE SIDEWALK, 4" THICK

LEGEND:

X

REINFORCED CONCRETE PAD,
6" THICK

CONCRETE SWALE, 6" THICK

FULL DEPTH PAVEMENT SECTION

FULL DEPTH PERVIOUS
PAVEMENT SECTION

HOT MIX ASPHALT SIDEWALK,
2" THICK

3/4" BARN RED ROCK, 4" THICK

EXISTING BATTING CAGE
SURFACE TREATMENT

SYNTHETIC TURF

8' BENCH

GRASS PAVER SYSTEM

8' X 6' PICNIC TABLE

DOUBLE WASTE BIN

27' X 7' BLEACHER

BLACK VINYL CHAIN LINK
FENCE, VARIOUS HEIGHTS LIGHTING IMPROVEMENTS

ADA COMPLIANT
HANDRAIL FLAGPOLE, 40' HIGH

MODULAR BLOCK RETAINING
WALL WITH MATCHING CAP

EXISTING SCOREBOARD

WATER FOUNTAIN

Nicholas H Chelius
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